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3x3 Monolithic Single Mode Coupler

Features Application

Low Excess Loss Optical Communication Systems

Compact Size Testing Instrument

High Stability and Reliability Optical Fiber Sensors

Specifications

Parameters Unit

Center Wavelength nm

Operating Wavelength Bandwidth nm

Grade - P A P A P A

Max Excess Loss dB 0.5 0.6 0.5 0.6 0.6 0.7

Max Insertion Loss dB 5.6 5.8 5.8 6.2 6 6.5

Max PDL dB 0.25 0.3 0.25 0.3 0.25 0.3

Max Uniformity dB 1 1.4 1.3 1.6 1.3 1.6

Max Optical Power Handling W

Return Loss dB

Directivity dB

Operating Temperature ℃

Storage Temperature ℃

*with connectors, IL+0.3dB, RL-5dB.

Package Information

Configuration

Fiber Length

Fiber Type

Pigtail Type

Dimensions(mm)

900μm Loose Tube

φ3x70, φ4x75

250μm Bare Fiber

φ3x30, φ3x35, φ3x54

-20 ~ +70

-40 ~ +85

3x3

1m, others on request

SMF-28e, HI1060 or Others

±15

≥50

≥50

±40 ±10

4

3x3 CP-S

1310, 1550,

3x3 CP-W 3x3 CP-S

1310, 1550 1064

SN:XXXXXXXX 

L±1mm

Φ3xL30 for bare fiber

Φ3xL35 for bare fiber

Φ3xL54 for bare fiber

Φ3xL70 for 900μm loose tube

Φ4xL75 for 900μm loose tube

φ±0.1mm
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Ordering Information

①-②-③③③-④④④④-⑤⑤⑤⑤-⑥⑥⑥-⑦-⑧-⑨⑨-⑩⑩⑩⑩

① Type S=Standard; W=Wide Band; 

② Grade P=Grade P; A=Grade A;

③ Port Type 3x3;

④ Wavelength 1310; 1550; 1064;

⑤ Coupling Ratio EVEN; 

⑥ Pigtail Type 250=250µm Fiber; 900=900µm Loose Tube;

⑦ Fiber Type 1=SMF-28e; 4=HI1060;

⑧ Length 1=1m; X=Other;

⑨ Connector NE=None; FA=FC/APC; FC=FC/UPC; SA=SC/APC; SC=SC/UPC; LC=LC/UPC; 

⑩ Package 3x30; 3x35; 3x54; 3x70; 4x75;

CP-
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